## icrease PRO

## Economical, tabletop die-score creaser designed

for low to medium run jobs. Wide, 13 inch in-feed is perfect for standard digital printing formats.

| Speed, sheets per hour | $2,000^{*}$ |
| :--- | :--- |
| Paper size, inches | $3 \times 5$ to $13 \times 19$ |
| Paper weight, pounds | $16-120^{*}$ |
| Sheet capacity | single sheet feed |

*May vary due to variations in paper and power supply.


Touch screen programming module with automated distance recognition for automatic set-up (letter, half, roll, gate, double gate, double parallel, tri-, and z-fold). Automatic set-up for 3 types of perfect binds (no hinge, single, and double hinge). BATCH, TOTAL, and TEST functions. Custom set-up of up to 12 creases per page. Rotary actuated, matrix compression crease system produces a sharp crease without cracking. 2 creasing dies (standard and wide). Side guide register ensures accurate feed. Quiet operation.

## Specifications

| Electrical requirements | $115 \mathrm{~V}, 60 \mathrm{~Hz}$ |
| :--- | :--- |
| Dimensions ( $\mathbf{D} \mathbf{x} \mathbf{W} \times \mathrm{H}$ ), inches | $231 / 2 \times 421 / 2 \times 91 / 8$ |
| Shipping weight, pounds | 55 |

